1978 Chrysler Newport

4-door Hardtop

Mint Green Metallic
145,000 kilometers (70,000 miles)

Current Home:
Production:

Winnipeg, Manitoba
November 2, 1977


Chrysler’s Jefferson Avenue Plant, Detroit Michigan

Exterior Dimensions:
Engine:

Wheelbase
124”
Displacement
400 cu. in.

Overall Length
231”
Bore
4.34”

Overall Width
74.5”
Stroke
3.38”

Overall Height
54.5”
Installed Net Horsepower @ R.P.M.
190 @ 3600

Track Front
64”
Installed Net Torque @ R.P.M.
305 @ 3200

Track Rear
63.4”
Compression Ratio
8.2:1

Road Clearance
5.4”
Carburetor
4bbl – 850 CFM Carter Thermoquad

Shipping Weight
4484 lbs.
Exhaust
Single

Modifications:
Options & Features:

Lean Burn System removed
Tuscany Cloth Interior

Dual Snorkel Air Cleaner installed
Tuscany Cloth Interior

1000 Amp Battery Installed
Premium Wheel Covers

Sequential Rear Signal Light Modules
Auto Height Control

77 New Yorker Brougham Parts Installed:
Header Panel (valance)
Cornering Lights


Front Bumper
Tilt & Telescopic Steering


Interior Sail Panels
Electronic Digital Clock


Power Antenna (mounted on right rear quarter)
Auto Temp II Automatic Temperature Control Air Conditioning


Cornering Light Lenses
Tinted Glass



Electric Rear Window Defroster



AM/FM/8-Track Stereo Radio



Variable Intermittent Wipers



Power Windows



Power Door Locks



50/50, 6-Way Power Seats



Power Deck Lid Release



Rear Wheel Skirts



Dual Remote Mirrors



100 Amp Alternator



Under Hood Silencer Pad

